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LEGEND
Alluvium Groundwater Well
Bedrock Groundwater Well
Operable Unit-1 Area as Defined By ROD
Paved Road
Unpaved Road

WELL FORMATION DESIGNATIONS

LR or MW: Undifferentiated
Sor AS: Alluvial Shallow Well
1 or Al: Alluvial Intermediate Well
D or AD: Alluvial Deep Well
§S: St. Louis Formation Well
SD: Salem Formation Wall
KS: Keokuk Formation Weil

NOTES:

2. Elevations Based on U.S.G.S. Datum.

the Sanborn Mapping Company on July 20, 2011.
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4. Base Map Prepared by Aq
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1. Horizontal Coordinates Based on State Piane Missouri East Zone NAD 27

3. Existing Grade Contours ara from the Aerial Survey Completed by

Inc.
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RADIUM EXPLANATION

Total Radium result that is less than the Maximum
Contaminant Level of 5 pCillL for combined Radium-226
and Radium-228

Combined Ra-226 and Ra-228 results uniess one of
results was non-detect, in which case only the detected
result is shown and the value is flagged with a *

Total Radium greater than the Maximum Contaminant
Level of 5§ pCUL for combined Radlum-226 and
Radium-228

Both Radium-226 and Radium-228 were non-detect

Figure 8
Combined
Total Radium-226 + Total Radium-228
in Groundwater
West Lake Landfill Operable Unit-1
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